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LOAD BALANCE
ACTIVE + STANDBY
LAYER3



5 2= iX 1 ISIS (old)

S1IEHABH ipvd

— Tk 106G * 1 (E4E) —
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router isis 1659

interface GigabitEthernetO/7/0/7 %1%

net 01.0112.1921.9206.0112.00 circuit-type level-1

address-family ipv4 unicast
default-information originate

interface TenGigEQ/6/1/4 T 43E&
circuit-type level-1
address-family ipv4 unicast

address-family ipv4 unicast
metric 200

interface GigabitEthernetO/7/0/13 {#51%
circuit-type level-1
address-family ipv4 unicast
metric 200



585 15 ospf v3 (old)
=1lEMmZEA B4 ipv6
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router ospfv3 1659
router-id 192.192.60.112
default-information originate always

area O
interface TenGigeQ/6/1/4 - {#+%

cost 2
interface GigabitEthernetQ/7/0/7 - F4RE&

cost 1
interface GigabitEthernet0/7,/0/13 - F 4%

cost 1
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ACTIVE + ACTIVE
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ISIS for ipv4

SIEMmAB A

FE + gak 10G * 2

B4 Trunk/Subinterface - S =

interface TenGigeO/5/1/3.21
encapsulation dotlq 21
ipv4 address 163.28.1.1 255.255.255.248

interface TenGige0O/6/1/4.11
encapsulation dotlq 11
ipv4 address 163.28.0.1 255.255.255.248

router isis 1659

net 01.0112.1921.9206.0112.00
address-family ipv4 unicast
default-information originate
attached-bit send always-set
|

interface TenGigEO0/5/1/3.21
circuit-type level-1
address-family ipv4 unicast

|

interface TenGigEQ0/6/1/4.11
circuit-type level-1
address-family ipv4 unicast



5] 8= X FH OSPFv3 for ipv6
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HZA B 48

FE + gak 10G * 2

B4 Trunk/Subinterface - S =

interface TenGigeO/5/1/3.41
encapsulation dotlq 41
ipvo address 2001:288:0:f:112::21/124

interface TenGige0O/6/1/4.31
encapsulation dotlq 31
ipv6 address 2001:288:0:f:112::11/124

8

router ospfv3 1659
nsr
fast-reroute per-prefix
router-id 192.192.60.112
default-information originate always
summary-prefix 2001:288:1000::/36
redistribute connected
redistribute static
area 0

interface LoopbackO

passive

|

interface TenGigEOQ0/5/1/3.41

|

interface TenGigE0/6/1/4.31
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